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DRAIN FOR AGGREGATE T [ e

— PAVEMENT
/
/ CODE NUMBER SCIENTIFIC NAME COMMON NAME SIZE UNIT QUANTITY
7 4 ,/ "
T T T AZ000114 TREE, ACER X FREEMANII AUTUMN BLAZE FREEMAN MAPLE | 1%4" CALIPER, BALLED & BURLAPPED EACH 15
S S |
i : S S s S S AZ001714 TREE, ACER SACCHARUM SUGAR MAPLE 1%,” CALIPER, BALLED & BURLAPPED EACH 15
T S S
I I 4 b - s 7
i ‘ AGGREGATE BASE— A ?;)‘\3&,»\ IN@S: S 42003414 TREE, FRAXINUS AMERICANA AUTUMN BLAZE | AUTUMN BLAZE WHITE ASH 1%, CALIPER, BALLED & BURLAPPED EACH 15
| i J & - >
1 <300 (12) & VAR.™, : 7 !
s CO/"QQ’“//”V‘)(U o A2006714 TREE, QUERCUS MACROCARPA BUR 0AK 1% CALIPER, BALLED & BURLAPPED EACH 15
it S S A v -
CAT OR CALG — ‘ s 42007114 TREE, QUERCUS RUBRA RED OAK 1¥4" CALIPER, BALLED & BURLAPPED EACH 15
. L o 7 v
: . e
P S 42007814 TREE, TILIA AMERICANA BASSWOOD 1%, CALIPER, BALLED & BURLAPPED EACH 15
7 i . _— s
i MATCH PAVEMENT— 125 (5 / e - B2000562 TREE, AMELANCHIER CANADENSIS SHADBLOW SERVICE BERRY 4" HEIGHT, SHRUB FORM BALLED & BURLAPPED EACH 30
CROSS SLOPE (MIN 2% / v ;
PIPE UNDERDRAIN 100 (4) —/ » Lot  Beoolil4 TREE, CERCIS CANADENSIS EASTERN REDBUD 1%" CALIPER, TREE FORM BALLED & BURLAPPED EACH i5
NOTES = e AN IEEEN 82002716 TREE, MALUS ADIRONDACK “ADIRONDACK CRABAPPLE 174" CALIPER, TREE FORM BALLED & BURLAPPED EACH 10
DRAINS WILL BE REQUIRED AT ALL INLETS IN “SAG" AREAS S L 82004814 TREE, MALUS SARGENTII - SARGENT CRABAPPLE 1%, CALIPER, TREE FORM BALLED & BURLAPPED EACH 20
AND AS INDICATED IN THE PLANS. o
THIS WORK SHALL BE COMPLETED ACCORDING TO 82005214 TREE, MALUS SUTYZAM "~ |'SUGAR TYME CRABAPPLE 194" CALIPER, TREE FORM BALLED & BURLAPPED EACH 20
SECTION 601 OF THE STANDARD SPECIFICATIONS.
GE PAID FOR AT THE CONTRACT UNIT 2012848 SHRUB, VIBURNUM TRILOBUM AMERICANA CRANBERRY VIBURNUM | 4’ HEIGHT, BALLED & BURLAPPED EACH 100
THIS WORK WILL £ NTRA -
PRICE PER METER {00T) FOR PIPE UNDERDRAINS OF THE o :
DIAMETER SPECIFIED WHICH PRICE SHALL INCLUDE THE TOTAL 285
CA7 OR CA16 AND THE CONNECTION TO THE INLET.
NOTES:

ALL DIMENSIONS ARE IN MILLIMETERS (INCSES) UNLESS

OTHERWISE NOTED. L. LAYOUT SHALL BE PERFORMED BY THE DISTRICT LANDSCAPE ARCHITECT.

2. MULCH SHALL BE HARDWOOD WOOD CHIPS, 5 FOOT WIDTH, 4 INCHES THICK

DRAIN FOR AGGREGATE BASES IN URBAN AREAS 88.4 TREE REPLACEMENT SCHEDULE 90.4
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TYPICAL MARKING FOR
PAINTED ISLANDS

| 200 (8) WHITE
LANE LINE

NOTE:
* 45° TO LOCAL TAN.

600(24) WHITE STOP BAR

<=
THROUGH TRAFFIC

- 450 ancLE

200 (8) WHITE — L

\.
/(\2 “— 200 (3 WHITE
N »

12.4m (3°C7) 2.4m (807 N s
T TYPICAL | TYPICAL 300 112) WHITE

<

THROUGH TRAFFIC ALL DIMENSIONS ARE IN MILLIMETERS {INCHES) UNLESS
OTHERWISE NOTED.

TYPICAL MARKING FOR PAINTED ISLANDS 93.4
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